
Swing-Away Mailbox Support
 Snowplow Friendly
 Adjustable Height
 Made of Commercial Grade Steel
 Over 24,000 Supports Sold!

 Internal Anti-Theft Steel Cable
 Galvanized for Rust Prevention
 No Holes to Dig or Cement to Pour
 Easy Installation

INCLUDES:
(1) 4 Foot U-Channel Post, (1) Top Arm, (1) Bottom Arm, (1) Internal
Anti-Theft Steel Cable, (1) Complete Wood Mounting Bracket, (1) Paper
Tube Bracket, All Necessary Hardware, and Easy Installation Directions!

Paper Tube
Bracket

Muffler Clamp

1/4”  x 4” Carriage
Bolts and Nuts

1-1/2” Thick
Treated Wood

Bolt Wood To Pipe
Before Attaching Mailbox

Anti-theft cable runs internally between
two-arms and beyond each bolt
 (shown) to keep support intact.

Back Bolt

Steel Insert
Safety Cable

Top Bolt

Joint Detail

Tack Weld

Steel Insert
Length = 10 1/2”

Internal Steel
Safety Cable

45O

45O

Variable Slope- Ditch

38”

See “Joint Detail”
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1-1/4”
Galvanize Steel Pipe

Top Arm

Bottom Arm

4 Foot
U-Channel

Post

Complete Green-Treated
Wood Mounting Bracket

Two Bolts Attach
Bottom Arm To
U-Channel Post

Variable Depth

Edge of Road

SPECIFICATION

Swing


